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CERTIFICATE OF CORRECTION 



PATENT NO. : 6,879,841 B2 

APPLICATION NO. : 10/086330 
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INVENTOR(S) : Ozluturk et al. 

It is certified that error appears in the above-identified patent and that said Letters Patent is 
hereby corrected as shown below: 



Please replace Figures 2, 1 1 A, and 1 IB with replacement Figures 2, 1 1 A, and 1 IB 
attached hereto. 

At column 4, line 46, after the word "transmitted", delete "20," and insert therefor 
-21-. 

At column 4, line 47, after the word "received", delete "22," and insert therefor 



At column 4, line 48, after the word "signal", delete "20," and insert therefor 
-21-. 

At column 7, line 57, after the word "code," insert -(step 154)-. 
At column 8, line 7, after the words "access code", delete "code". 
At column 9, line 66, after the word "station", delete "16", and insert therefor 
-14-. 

At column 10, line 7, after the word "station", delete "16", and insert therefor 
-14-. 
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Signed and Sealed this 



Seventeenth Day of October, 2006 




JON W. DUD AS 
Director of the United States Patent and Trademark Office 
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FIG. 2 
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BASE STATION TRANSMITS A PILOT CODE 
WHILE SEARCHING FOR THE SHORT CODE 
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> 






SUBSCRIBER UNIT ACQUIRES THE PILOT CODE 
TRANSMITTED FROM THE BASE STATION 
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SUBSCRIBER UNIT STARTS TRANSMITTING A 
SHORT CODE STARTING AT A MINIMUM POWER 
LEVEL P 0 , WHICH IS GUARANTEED TO BE 
LESS THAN THE REQUIRED POWER, AND 
QUICKLY INCREASES TRANSMISSION POWER 
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THE RECEIVED POWER LEVEL ATTHE BASE 
STATION REACHES THE MINIMUM LEVEL 
NEEDED FOR DETECTION OF THE SHORT 
CODE 
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BASE STATION ACQUIRES THE CORRECT 
PHASE OF THE SHORT CODE, TRANSMITS AN 
INDICATION OF THIS DETECTION, AND BEGINS 
SEARCHING FOR THE ACCESS CODE 


—208 


> 


t 




UPON RECEIVING THE DETECTION INDICATION, 
THE SUBSCRIBER UNIT CEASES TRANSMITTING 
THE SHORT CODE AND START TRANSMITTING 
AN ACCESS CODE. THE SUBSCRIBER UNIT 
INITIATES A SLOW RAMP - UP OF TRANSMIT 
POWER WHILE SENDING THE ACCESS CODE 
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FIG. 11 A 
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BASE STATION SEARCHES FOR THE CORRECT 
PHASE OF THE ACCESS CODE BY SEARCHING 
ONLY ONE PHASE OUT OF EACH SHORT CODE 
LENGTH PORTION OF THE ACCESS CODE 




IF THE BASE STATION SEARCHES THE PHASES 
OF THE ACCESS CODE UP TO THE MAXIMUM 
ROUND TRIP DELAY AND HAS NOT DETECTED 
THE CORRECT PHASE, REPEAT SEARCH BY 
SEARCHING EVERY PHASE 
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UPON DETECTION OF THE CORRECT PHASE OF 
THE ACCESS CODE BY THE BASE STATION, 
THE BASE STATION SENDS AN 
ACKNOWLEDGEMENT TO THE SUBSCRIBER UNIT 
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RECEPTION OF THE ACKNOWLEDGEMENT BY 

THE SUBSCRIBER UNIT CONCLUDES THE RAMP-UP 
PROCESS. A CLOSED LOOP POWER CONTROL 

IS ESTABLISHED, AND THE SUBSCRIBER 
UNIT CONTINUES THE CALL SETUP PROCESS 
BY SENDING RELATED CALL SETUP MESSAGES 



FIG. 11 B 



